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HEADQUARTERS: FRANCE
AXON’ CABLE S.A.S.
2 ROUTE DE CHALONS EN CHAMPAGNE
51210 MONTMIRAIL
TEL.: +33 3 26 81 70 00
e-mail: sales@axon-cable.com

Nano-D
FAST-LOCK 

SOLUTIONS

VISIT OUR WEBSITE

www.axon-cable.com

FOLLOW US

›› JAPAN
AXON’ CABLE JAPAN OFFICE
2F-B Marusa Bldg, 1-3-16 Minami Chitose
Nagano-shi, Nagano, 380-0823
TEL./FAX: +81 26 217 6728
e-mail: axon-japan@axon-cable.com

›› LATVIA
AXON’ CABLE SIA
Višķu Iela, 21 C  
LV-5410 DAUGAVPILS
TEL.: +371 6540 78 91
e-mail: axon@axoncable.lv

›› MEXICO
AXON’ INTERCONEX, S.A. DE C.V.
Av. Peñuelas 21-A1.
Industrial San Pedrito Peñuelas
Querétaro Park
76148 Querétaro, Qro.
TEL.: +52 442 215 2713
e-mail: axon-mexico@axoncable.com

›› SINGAPORE
AXON’ CONNECT PTE LTD
3 Ang Mo Kio Street 62,
#04-02 Link@AMK,
Singapore 569139
TEL.: +65 6250 3169
e-mail: sales.singapore@axon-cable.com

›› SPAIN
AXON’ CABLE SPANISH OFFICE
C/Capitán Haya, N°1, Planta 15
28020 MADRID
TEL.: +34 91 418 43 46 - FAX: +34 91 556 28 80
e-mail: sales@axon-cable.com

››  UNITED KINGDOM
AXON’ CABLE LTD
AXON’ AGORA - Admiralty Park  
ROSYTH - DUNFERMLINE
FIFE KY11 2YW
TEL.: +44 1383 421500
e-mail: sales@axon-cable.co.uk

››  USA
AXON’ CABLE INC.
1316 N Plum Grove Road
SCHAUMBURG, IL. 60173
TEL.: +1 847 230 7800
e-mail: sales@axoncable.com

››  BRAZIL
AXON’ CABLE INDUSTRIA E COMÉRCIO LTDA
Av. das Américas, 500 - Bl. 9 - Sala 208.
Rio de Janeiro, RJ, CEP 22.640-100
TEL.: +55 21 3596-8002 
e-mail: salesbrazil@axon-cable.com

››  CANADA
AXON’ CABLE CANADIAN OFFICE
MONTREAL, QUEBEC 
TEL.: +1 514 898 2044
e-mail: sales@axoncable.com

››  CHINA
AXON’ INTERCONNECT LTD
High Tech Industrial Park, Chang Bao XI Road
Ronggui, 528306
SHUNDE, GUANGDONG
TEL.: +86 757 2838 7200 - FAX: +86 757 2838 7212
e-mail: sales@axon-interconnect.com 

››  GERMANY
AXON’ KABEL GMBH
Postfach 1131 - 71201 LEONBERG 
Hertichstr. 43 - 71229 LEONBERG
TEL.: +49 7152-97992-0
e-mail: sales@axon-cable.de

››  HUNGARY
AXON’ KÁBELGYÁRTÓ KFT.
Külső-Szegedi út 104.
H-6000 KECSKEMÉT
TEL.: +36 76 508 195
e-mail: axon@axon-cable.hu

›› INDIA
AXON’ INTERCONNECTORS & WIRES PVT LTD
Plot No.102, KIADB Hitech Defense and Aerospace Park
Unachur Village, B.Marenahalli, Jala Hobli, Budigere Post
Bangalore North Taluk,   
Bangalore Urban-562 129  
TEL.: +91 (0) 806 816 2966  - FAX: + 91 (0) 806 816 2999
e-mail: sales@axon-cable.in

DHRUV: your Indian offset partner 
DHRUV AXON’ INTERCONNECT PRIVATE LTD
Plot No.102, SW Part-A, 
KIADB Hitech Defense and Aerospace Park, 
Unachur Village, B.Marenahalli, 
Jala Hobli, Budigere Post, 
Bangalore North Taluk,  
Bangalore Urban-562 129. 
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General characteristics General characteristics

Dimensions Dimensions

  Specific guide-pins for quick and securise mating. 
  Similar to Nano-D connector sizes.
  Compatible for both in-line and PCB connectors.
  Access from rear side to operate the hardware.
  Custom designs on request.

  Specific latch for quick mating. 
  Similar to Nano-D connector sizes.
  Compatible for both in-line and PCB connectors
  No need for handling on the sides to operate hardware.
  Custom designs on request.

CONNECTOR 
SIZE

L1 L2 L3

MAX ±0.13 ±0.13
9 S 11.48 7.81 6.86

15 S 13.38 9.71 8.76
21 S 15.29 11.62 10.67
25 S 16.56 12.89 11.94
31 S 18.46 14.79 13.84
37 S 20.37 16.7 15.75
51 S 24.81 21.14 20.19

CONNECTOR 
SIZE

L1 L2 L3

±0.13 ±0.13 ±0.13
9 P 10.71 7.81 7.28

15 P 12.61 9.71 9.18
21 P 14.52 11.62 11.09
25 P 15.79 12.89 12.63
31 P 17.69 14.79 14.26
37 P 19.6 16.7 16.17
51 P 24.04 21.14 20.61

NANO-D FAST-LOCK CONNECTORS

EXPERT in 
interconnect
solutions

With long experience in 
miniaturized connectors 

and cable assemblies, 
Axon’ Cable has leveraged 

its vertical integration 
to develop fast locking 

Nano-D connectors and 
harnesses.

Why fast-lock 
Nano-D ?

Compared to standard  
MIL-32319 Nano-D 

connectors

No screw for locking

Fast integration

Cost-effective solution

Locking/unlocking action 
possible from the rear

PCB to PCB 
locking possible

Space saved for 

Panel mount.

Guide-pin Hardware style Latch Hardware style
Nano-D

fast-lock 
CONNECTORS
	 Other PCB versions available

	 Qualification based on  
 MIL-DTL-32139.

	 Nano-D based connectors  
 for space saving.

	 Current rating: 1A max.

	 Contact resistance:  
 71 mΩ max.

	 Voltage rating:
 250 VAC @ sea level
 100 VAC @ altitude 21 km

	 Vibration: 20 g
 No discontinuity>1μs

	 Shock: 100 g

	 No discontinuity>1μs

	 Durability :  
 200 cycles mating/ demating

	 Operating temperature:  
 -55 to +125°C 

	 Contact retention:  
 0.9 kg for 5 sec. min.

	 Salt spray : 48 hours

	 Humidity :  
 Insulation resistance > 1 MΩ

PLUG CONNECTOR SOCKET CONNECTOR
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