-200°C/+260°C

PTFE ﬁlms
AXON’ offers a range of PTFE films for any application where the thermal,
electrical, mechanical and chemical characteristics of PTFE are useful.
With their properties, PTFE films can be used as anti-adhesive sheets. It is also a
good insulating material. These tapes are available in different widths. In addition
to standard films, AXON’ offers self-adhesive versions.

ADVANTAGES
Polytetrafluorethylene (PTFE) is used for its interesting characteristics, especially :
>
>
>
>
>
>
>
>
>
>
>
>

good tear resistance : nominal 25 Mpa ;
good stretch at break : 350 % nominal ;
low friction coefficient ;
excellent non-adhesive properties ;
good temperature resistance : - 200°C to + 260°C ;
very good electrical characteristics ;
low flammability ;
low dielectric constant ;
good dielectric strength ;
chemical inertness ;
very good chemical resistance ;
good resistance to ageing and to ultraviolet sources.

www.axon-cable.com

PTFE films
CHARACTERISTICS
AXON’ offers 2 versions of PTFE films:
> standard PTFE

: - dimensions below.
- Other thicknesses, please consult us.

> self-adhesive PTFE film: - dimensions below;
- thickness of the adhesive : 0.10 mm;
- coating is heat resistant up to 80° C;
- not waterproof.

Thickness
mm

Weight in g/m²
for 300 mm width

0.05 + 0.010/0

33

0.10 + 0.010/0

70

0.20 + 0.020/0

130

0.30 + 0.020/0

196

0.40 + 0.025/0

262

0.50 + 0.030/0

327

0.60 + 0.035/0

392

0.80 + 0.040/0

550

1.00 + 0.050/0

654

1.50 + 0.100/0

981

Covering of laboratory bench tops

ALL INFORMATION CONTAINED IN THIS BROCHURE IS SUBJECT TO CHANGE WITHOUT PRIOR NOTICE

PACKAGING
> Standard width : 300 mm,
other widths, please contact us.
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